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TECHNICAL BULLETIN #210-2017

Designing and Fabricating New Veined/Movement Solid Surface Colors

The Movement Collection has characteristics that require some specific fabrication considerations. The 
random directional veining ranges from subtle to bold, so every sheet will be unique. The edge of the 
sheet can have a different appearance than the top of the sheet, and therefore should have consideration 
given to the desired edge effect. As a result of the random patterns in the sheets, sheet yields may be 
lower than standard patterns, therefore it is important to consider these characteristics when quoting jobs 
and setting the expectations of the customers. Larger samples and full sheet images help customers to 
visualize the final results.

Veined/movement colors have large scale patterns that require some extra considerations. Design and 
price this collection with directionality in mind. Not all fabrication methods are suitable; those that work 
with subtle patterns may not work with bolder patterns. It is important to understand these characteristics 
and be able to set customer expectations.

For additional information/questions contact 
Avonite Surfaces® Technical Service Department at 800-428-6648

8905 - Summit8904 - Morning Mist8901 - Altitude8903 - Torrent

STACKED EDGES
Stacking edges reveals several layers 

and color differences through the 
thickness of the sheet. The variations 

are apparent and may cause objection 
from the customers.

DROP EDGE
The drop edge reveals one edge of 
the sheet thickness contrasted with 
the top surface. In some cases this 

contrast in pattern can be minimized 
with edge profiles such as an ogee or 

bevel.

V-GROOVE
Creating edges with a v-groove 

method produces an edge build that 
simply folds the top pattern over the 
side. The continuation of the top side 

pattern eliminates any pattern 
changes and is most preferred by 

customers.


